MATRIX SPIKE SAMPLE EVALUAT ION REPORT

GC Volatiles

Client Lot #...: E2H200306 Work Order #...: E6XJGIAE-MS Matrix...-.........: SOLID
MS Lot-Sample #: E2H210211- 007 E6XJG1lAF-MSD
Date Sampled...: 08/20/02 12:16 Date Receiwved..: 08/21/02 10:15 MS Rum #..........: 2233281
Prep Date......: 08/22/02 Bnalysis Date..: 08/22/02
Prep Batch #...: 2233541 Analysis Time..: 06:00
Dilution Factor: 1 % Moisture..... : 100 Analyst ID......: 001464
Instrument ID..: G13
PERCENT RECOVERY RPD
PARAMETER R ECOVERY LIMITS RPD LIMITS METHOD
TPH (as Gasoline) 50 a (70 ~ 140)) SW846 8015B
58 a (70 - 140) 16 (0-40) SW846 801%HB
PERCENT RECOVERY
SURROGATE RECOV ERY LIMITS _
a,a,a-Trifluorotoluene 99 (60 - 130)
(TFT)
103 (60 - 130)
NOTE (S) :

Calculations are performed before rounding to avoid round-off errors in calculated results.
Bold print denotes control parameters

a Spiked analyte recovery is outside stated control limits.

Low recovery due to matrix effect.

Low recovery due to matrix effect.
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